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Antenna Installation
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Part number
6697-900 (2 meter cable)
6697-901 (7.5 meter cable)

MULTICAL® 21 °

IRE

c——

Country specific
EU

Doc. / Installation & User Guide
5512-2115

Frequency (Mode: C1 + T1 OMS)
868
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MULTICAL® 21
Type: 02140C0A817 T50: 0.1...50°C
S/N: 74221470/00/19 Q3:1.6m>/h
Con.: 0100200023533 Q3/Q1: R160 SW:X1
ass: 2(E2, M1) (B/0) PN16, PS16 - IP68

[MT9]0200
200-MI1001-015
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with Antenna Mount
Alternative top mount for
old external antenna
6697-143

Part number
6697-900 (2 meter cable)
6697-901 (7.5 meter cable)

flowlQ® 2200 0

(KWM2210) Q

Antenna Mount

Part number

6697-906 (Earth rod,
bottom, screws)

Spear parts
6697-907 (Bottom)
6697-910 (Earth rod)

Accessories

6697-908 (Tool kit for
installation)

6697-911 (Top for antenna
type 6697-143)

NOTE: The antenna solutions are not
available for KWM2230 and KWM3230
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Kamstrup Mini Triangel e

~gfid Antenna
6880-013 (With 10 cm cable
and SMA connector)
6699-484 (With 1.5 m cable
and SMA connector)

flowlQ® 3100 a

Cable

5000-429 (5m)
5000-441
5000-442
5000-443
5000-444

Coupler with SMA connector
5000-445 (With 10 cm cable)

Frequency (Mode: C1 + T1 OMS)
868 /900/ 1800/ 1900/ 2100
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